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POWER BATTERY 1 + 2

POWER BATTERY 1: 7S28P

COMMONLY USED 
CELLS:

NCA / NMC 18650

OPERATING 
TERMPERATURE 

DISCHARGE:

-20 to +60°C

NOMINAL  
VOLTAGE:

25.2 V

OPERATING 
TERMPERATURE 

CHARGE:

0 to +45°C

NOMINAL  
CAPACITY / 

6 HOUR RATE:

81.2 Ah / 2.05 kWh

CYCLE LIFE  
AT 70% EOL:

3000

BATTERY 
WEIGHT:

13.7 kg

MAX.  
CONTINUOUS  

CURRENT:

80 A

DIMENSIONS 
(L x W x H):

394 x 182 x 169 
mm 

MAX.  
PEAK CURRENT:

170 A

POWER BATTERY 2: 13S22P

COMMONLY USED 
CELLS:

NCA / NMC 18650

OPERATING 
TERMPERATURE 

DISCHARGE:

-20 to +60°C

NOMINAL  
VOLTAGE:

46.8 V

OPERATING 
TERMPERATURE 

CHARGE:

0 to +45°C

NOMINAL  
CAPACITY / 

6 HOUR RATE:

60.5 Ah / 2.8 kWh

CYCLE LIFE  
AT 70% EOL:

3000

BATTERY 
WEIGHT:

16.8 kg

MAX.  
CONTINUOUS  

CURRENT:

100 A

DIMENSIONS 
(L x W x H):

520 x 281 x 90 
mm 

MAX.  
PEAK CURRENT:

180 A

BENEFITS

• High Current Charge & Discharge
• Ready For Multiconnection
• Lightweight
• Compact
• Safety: BMS, CID, Safety Vent
• Maintenance Free
• Superior Life Time
• Environmentally Friendly
• Scalable up to 850V

SAFETY WITH BMS

• Short Circuit Protection
• Overcharge Protection
• Overdischarge Protection
• Temperature Control
• Cell Balancing (Passive)
• 2nd Protection (Pyro Fuse)
• Master/Slave system
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POWER BATTERY 4: 13S1P
TECHNICAL DETAILS

COMMONLY USED 
CELLS:

NMC PRISMATIC

OPERATING 
TERMPERATURE 

DISCHARGE:

-40 to +60°C

NOMINAL  
VOLTAGE:

47.8 V

OPERATING 
TERMPERATURE 

CHARGE:

-20 to +60°C

NOMINAL  
CAPACITY / 

ENERGY CONTENT:

94.0 Ah / 4.5 kWh

CYCLE LIFE  
AT 70% EOL:

4000

BATTERY 
WEIGHT:

28.9 kg

MAX.  
CONTINUOUS  

CURRENT:

72 A

DIMENSIONS 
(L x W x H):

153 x 177 x 571.7 
mm

MAX.  
PEAK CURRENT:

270 A

POWER BATTERY 3 + 4

POWER BATTERY 3: 14S20P
TECHNICAL DETAILS

COMMONLY USED 
CELLS:

NCA / NMC 18650

OPERATING 
TERMPERATURE 

DISCHARGE:

-20 to +60°C

NOMINAL  
VOLTAGE:

51.8 V

OPERATING 
TERMPERATURE 

CHARGE:

0 to +50°C

NOMINAL  
CAPACITY / 

6 HOUR RATE:

58.0 Ah / 3 kWh

CYCLE LIFE  
AT 70% EOL:

>6000

BATTERY 
WEIGHT:

22 kg

MAX.  
CONTINUOUS  

CURRENT:

30 A

DIMENSIONS 
(L x W x H):

545 x 212 x 155.4 
mm

MAX.  
PEAK CURRENT:

50 A

BENEFITS

• Long Life Cycle
• Ready For Multiconnection
• Lightweight
• Compact
• Safety: BMS, CID, Safety Vent
• Maintenance Free
• Superior Life Time
• Environmentally Friendly
• Scalable up to 850V

SAFETY WITH BMS

• Short Circuit Protection
• Overcharge Protection
• Overdischarge Protection
• Temperature Control
• Cell Balancing (Passive)
• 2nd Protection (SCP)
• Master/Slave system
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BMZ Company Ltd.

2nd Building, NO.2 Jinlong Street 
Baolong Industry Zone, Longgang 
518116 Shenzhen / China

Phone  +86  755 89775-800 
Fax  +86  755 89775-900

sales@bmz-group.com

BMZ Poland Sp.z.o.o.

Alberta Einsteina 9 
44-109 Gliwice 
Poland

Phone +48 327842 450 
Fax +48 327842 451

biuro@bmz-group.com

BMZ USA Inc.

2656 Lishelle Place 
Virginia Beach, VA 23452 
USA

Phone +1 757 821-8494 
Fax +1 757 821-8499

info@bmz-usa.com 
www.bmz-usa.com

BMZ Japan KK

Takano 2-436,  
Misato, Saitama,  
341-0035 Japan

Phone +81 (0) 48 951 4065 

Tokio.Kobayashi@bmz-group.com

BMZ GmbH

Am Sportplatz 28 
63791 Karlstein am Main 
Germany

Phone +49 6188-9956-0 
Fax +49 6188-9956-900
sales@bmz-group.com  
www.bmz-group.com

BMZ France S.A.R.L.

45 Boulevard Vincent Auriol 
75013 Paris 
France

Phone +33 (0) 9 51 00 7579 
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